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SAW~UT

BACKFILL WENCH IN 6
UFTS V.1111 APPROVED

SELECT MATERIAL — SEC. 504.2.2.3 OR
GRANULAR MATERIAL — SEC. 504.12.2.

TO 95% STANDARD PROCTOR DENSITY

CONCRETE 6’ OF 3600 PSI CONCRETE NO
REINFORCEMENT IN CONCRETE
CAP UNDER ASPHALT

t H.M.A.C.

GRANULAR MATERIAL — SEC 504.2.2.2.
OR FINE CRUSHED ROCK — SEC 504.2.2.1

COMPACTED TO 90% STANDARD
PROCTOR DENSITY

SAWCUT

BACKFiLL TRENCH IN 5’
LiFTS %%ITN APPROVED

SELECT MATERIAL — SEC. 504.2.2.3 OR
GRANULAR MATERIAL — SEC. 504.2.2.2.

TO 95% STANDARD PROCTOR DENSITY

GRANULAR MATERIAL — SEC 504.2.2.2.
OR FINE CRUSHED ROCK — SEC 504.2.2.1

COMPACTED TO 90% STANDARD
PROCTOR DENSITY

GENERAL NOTES:

ASPHALT MIN.

I. Bc - OUTSIDE DIAME1ER OF PIPE.
2. Bd — TRENCH WIDTh
3. MATCH EXISTiNG CONCRETE PAVEMENT V.ITN A MINIMUM 6 OF 3600 PSI. REINFORCED WITh EIThER ~ BARS 0 12’

O.C.EW. OR 4 BARS 0 18’ O.C.E.W. AND DOWELED INTO EXISTING CONCRETE AT 24’ O.C.
4. IF EXISTING PAVEMENT IS REINFORCED, EXISTING BARS REMAINING MAY BE USED IN PLACE OF DOWELS.
5. COARSE CRUSHED ROCK PIPE EMBEDMENT MUST BE USED 4WIEN GROUND WATER IS ENCOUNTERED IN ThE TRENCH.

CONCRETE I ASPHALT PAVEMENT
UTILITY CUT REPAIR
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