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y purpose whatsoever. The City of Wichita Falls assumes no responsibility
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BACKFILL TRENCH IN 6"

LIFTS WITH NATIVE MATERIAL OR
SELECT MATERIAL — SEC. 504.2.3.3 OR
GRANULAR MATERIAL — SEC. 504.2.2.2.
TO 90% STANDARD PROCTOR DENSITY

i
)

SN

>

o

A T A T BTl R R T T AT TE S TIATS T EATIITIATIAS
S R R RN

X
,,,,,, 2 L IILNLIL,
SIS

5
A4 S 5

GRANULAR MATERIAL — SEC 504.2.2.2,
OR FINE CRUSHED ROCK — SEC 504.2.2.1
COMPACTED TO 90% STANDARD

PROCTOR DENSITY

GENERAL NOTES:

Bc=0OUTSIDE DIAMETER OF PIPE
Bd=TRENCH WIDTH

]
RO

,
S
&

R

2

R
R

=

h(
A
A

COARSE CRUSHED ROCK PIPE EMBEDMENT MUST BE USED WHEN GROUND

WATER IS ENCOUNTERED IN THE TRENCH.

NON-LOAD BEARING PIPE EMBEDMENT

NOT TO SCALE

The use of this standard is governed by the City of Wichita Falls Engineering Department. No warranty of any kind

is made by the City of Wichita Falls for an
for the conversion of this standard to other formats for incorrect results or damages resulting from its use.
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